TrAle®

Pipe EN 10305-4 (Metric) TrAle
Pipe EN 10305-4 (Metric)

Pipe E235 (standard) - 6 mts

Mild Steel Page: 1/1

Specifications: Steel Seamless Tube.
Standard: EN 10305-4
Safety ratio: 4:1

Part n° @ outer @ in WP (bar) Weight (kg/m) L
TH0060100 4 365 0,123 - 6 MTS
TH0080100 6 259 0,173 - 6 MTS
THO0080150 8 5 423 0,240 - 6 MTS
TH0100150 10 7 321 0,314 - 6 MTS
TH0120150 12 9 259 0,388 - 6 MTS
THO0140200 14 10 303 0,592 - 6 MTS
TH0150150 15 12 201 0,499 - 6 MTS
TH0160200 16 12 259 0,690 - 6 MTS
TH0180200 18 14 226 0,789 -6 MTS
TH0200300 20 14 321 1,258 -6 MTS
TH0220200 22 18 181 0,986 -6 MTS
TH0250300 25 19 247 1,628 -6 MTS
TH0280200 28 24 139 1,282 - 6 MTS
THO0300300 30 24 201 1,997 - 6 MTS
TH0350300 35 29 169 2,367 - 6 MTS
TH0420300 42 36 139 2,855 - 6 MTS

Pipes are supplied in commercial lengths of 6 m (+1/4”, -0)

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility resulting from an inappropriate use of the product, except the ones related to manufacturing defects.
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