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Raccordi Volga fra
Volga fra couplings
Applicazione:
per utilizzi diversi, nei settori delle costruzioni, minerario e del
dragaggio. 
Il raccordo si compone di due semi-gusci flangiati che si
agganciano perfettamente sopra la copertura del tubo IVG
Volga fra. Questo sistema consente una connessione rapida
direttamente sul luogo di utilizzo.
La foratura delle flange è compatibile con ASME B16.5
Classe 150 e EN 1092-1 PN 10. Compatibile con EN 1092-1
PN 16 solo fino al DN 150. 

P.E. massima:
10 bar (150 psi).

Temperatura massima:
+70°C.

Application:
for different uses in the construction, mining and dredging
sectors. 
The fitting is made of two flanged half-shells that perfect fit
with the IVG Volga fra hose cover. This system allows a quick
connection directly on the site. 
The boring matching with ASME B16.5 Class 150 and EN
1092-1 PN 10. The boring matching with EN 1092-1 PN 16 up
to DN 150. 

Max W.P.:
10 bar (150 psi). 

Max Temperature:
+70°C (+158°F).

Materiali Materials
Raccordo:
alluminio.

Guarnizione:
NR, SBR.

Fitting: 
aluminium.

Gasket: 
NR, SBR.

DN
Da 50 a 300

From 50 to 300

https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-pe-x.html
https://www.ivgspa.it/it/tubi-in-gomma/chem/supertop-lo-bv.html
https://www.ivgspa.it/it/tubi-in-gomma/water/toronto.html




ISTRUZIONI PER IL MONTAGGIO DEI RACCORDI.
INSTRUCTIONS FOR APPLYING THE FITTINGS.

Misura e taglia il tubo. Poi calza le due semi-
conchiglie contrassegnate dal numero 1 e 2.
Measure and cut the hose. Position the two half 
shells marked with number 1 and 2.

Stringi le due semi-conchiglie con bulloni M14x50 
in dotazione, fino a che si chiudono del tutto e 
combaciano.
Tighten the two half shells with the provided M14x50 
bolts, until they close completely and match.

Posiziona la guarnizione in dotazione tra le due 
flange di accoppiamento.
Place the provided gasket between the two coupling 
flanges.

IVG Colbachini is not liable for the use or applications that differs from what is confirmed in their technical catalogue, product sheets, offers, order confirmations and recommendations contained in them. For a correct use 
please refer to “recommendations for the selection, storage, use and maintenance of rubber hoses” and “rubber hoses, description of product function and details”, published by Assogomma and available on www.ivgspa.it.
© 01/2019 copyright IVG Colbachini S.p.A. • Drawings and technical descriptions in this catalogue may not, under penality of law, be copied, reprinted, duplicated or otherwise wrongfully reproduced or utilised without our 
written consent, in either their original state or after alteration. The names, trademarks and designs of our products are all protected by law. Our policy is one of continuous development and the information contained in 
this publication should be taken only as a guide for the use of IVG Rubber Hose. It does not constitute a warranty of any kind, expressed or implied, of our products or their suitability for any particular use. With the aim of 
a continuous improvement of the product, IVG reserve the rights to modify the hose specifications without any prior information.
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Monta i bulloni di giunzione tra le due flange. Nota: i 
bulloni non sono in dotazione.
Insert the connecting bolts through the two flanges. 
Note: bolts are not provided.

Stringi i bulloni con chiavi idonee.
Tighten the bolts with the correct wrench.

Due tubi Volga fra con raccordi pronti per essere 
messi in servizio.
Two Volga fra hoses with fittings ready to be put into 
service.
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