Edelstahlpresshiilse mit Verzahnung - Edelstahl (AISI 304)
Cranted ferrule - stainless-Steel AlSI 304
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Jupe crantée -inox
Campana interior dentado - Acero inoxidable (AlSI 304)

Tuleja zaciskowa - stal nierdzewna (AlSI 304)

Boccola a pressare - Acciaio inossidabile (AlSI 304)
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|_PartNo. DN [ size | Wwp [ D | 8 | A [ length | Piice |

CF013X21 DNI13 13x4 25 bar 28,5 22,5 19.3 42,0
CFO013X23 DNI13 13x5 25 bar 30,5 24,5 19.3 42,0
CF013X25 DNI13 13x6 25 bar 32,5 26,5 19.3 42,0
CFO19X27 DN19 19x4 25 bar 34,5 28,5 26,3 42,0
CFO19X29 DN19 19x5 25 bar 37 31 26,3 42,0
CFO19X31 DN19 19x6 25 bar 39 33 26,3 42,0
CF025X35 DN25 25x5 25 bar 43 37 32,5 42,0
CF025X37 DN25 25%x6 25 bar 45 39 32,5 42,0
CF025X41 DN25 25x8 25 bar 49 43 32,5 42,0
CF032X42 DN32 32x5 25 bar 50 44 SIS 42,0
CF032X44 DN32 32x6 25 bar 52 46 39,5 42,0
CF032X46 DN32 32x7 25 bar 54 48 SIS 42,0
CF038X48 DN38 38x5 25 bar 56 50 45,5 42,0
CF038X50 DN38 38x6 25 bar 58 52 45,5 42,0
CF038X54 DN38 38x8 25 bar 62 56 45,5 42,0
CF038X56 DN38 38x9 25 bar 64 58 45,5 42,0
CF040X52 DN40 40x6 25 bar 60 54 45,5 42,0
CF040X60 DN40 40x10 25 bar 68 62 45,5 42,0
CF050X61 DNS50 50x5.5 25 bar 70 63 58,5 49,0
CF050X62 DNS50 50x6 25 bar 71 64 58,5 49,0
CF050X64 DN50 50x7 25 bar 73 68 58,5 49,0
CF050X66 DNS50 50x8 25 bar 75 68 58,5 49,0
CF050X70 DN50 50x10 25 bar 79 72 58,5 49,0
CF050X72 DNS50 50x11 25 bar 81 74 58,5 49,0
CFO50X74 DNS50 50x12 25 bar 83 76 58,5 49,0
CF065X75 DNé5 65x5 25 bar 84,5 77,5 73,5 63,0
CF065X77 DNé65 65x6 25 bar 86,5 79.5 73,5 63,0
CF065X79 DN65 65x7 25 bar 88,5 81,5 73.5 63,0
CF065X89 DNé65 65x12 25 bar 99 92 73,5 63,0
CF065X91 DN65 65x13 25 bar 103 96 73,5 63,0
CF075X87 DN75 75x6 25 bar 96,5 89.5 85,5 67,0
CF075X91 DN75 75x8 25 bar 100,5 93.5 85,5 67,0
CF075X95 DN75 75x10 25 bar 104,5 97.5 85,5 67,0
CF075X99 DN75 75x12 25 bar 110 102 85,5 67,0
CF075X105 DN75 75x15 25 bar 116 108 85,5 67,0
CF100X112 DN100 100x6 16 bar 123 115 m 96,0
CF100X116 DN100 100x8 16 bar 127 19 m 96,0
CF100X120 DN100 100x10 16 bar 131 123 m 96,0
CF100X124 DN100 100x12 16 bar 136 127 m 96,0

CF100X130 DN100 100x15 16 bar 143 133 m 96,0
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